
SLAC-I48V
Solar Charge Controller Series (20A-60A)

Model SLAC-I48V 20A/30A/40A/50A/60A
Rated System Voltage 24V/48VAuto Recognition
Max. Charge/Load Current 20A 30A 40A 50A 60A

Operation Mode General mode.Dusk to Dawn mode and Evening/Morning mode (nightlight
function).

Main Charge Voltage 29V / 59.2V(25 °C) 30 min. (daily)
Boost Charge Voltage 29V / 59.2V(25 °C)2 h Activation: battery voltage < 22.6/49.2 V

Equalization Voltage
29.6V/59.2(25 °C)2 h Activation: battery voltage < 22.2/48.4 V
(at least one time every 30 days)

Float Charge Voltage 27.6V / 55.2V V(25 °C)
Deep Discharge Protection,
Cut-off Voltage

22V – 24.4V/44V – 48.8 V depending on setting

Reconnect Level 25.6V/51.2V
Overvoltage Protection 32V/62.0 V
Self Consumption 4mA
Max. Panel/ Battery voltage 90V
Temperature Compensation -4.5mV/cell*k
Grounding Positive grounding
Battery Type Lead acid (GEL, AGM, flooded)
Dimensions (WxHxD) 140mm*96mm*40mm
Max. Wire Size Up to 16 mm²
Ambient Temperature -40°C-+60°C
IP Grade IP22
Altitude ≤4000m
Net weight 370g

• LCD-Charge and discharge
•Load status display
•Disconnect re-warning via acoustic signal
•Load status indicator
•5 load disconnect algorithms
• Three-stage PWM charging (series type)
•Temperature compensation(float, boost,and equalization charging)
•Automatic 24/48V detection
•Large terminals:up to 16mm²
•Full electronic protection
•Aluminum housing(IP22)
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SLAC-H
Solar Charge Controller Series (20A-40A)

Model SLAC-H 20A SLAC-H 30A SLAC-H 40A
Rated System Voltag 12V/24VAuto Recognition
Max. Charge/Load Current 20A 30A 40A

Main Charge Voltage 14.4V/28.8 V (25 °C), 30 min. (daily)

Boost Charge Voltage 14.4/28.8 V (25 °C), 2 h Activation: battery voltage < 12.3/24.6 V

Equalization Voltage 14.8/29.6V(25 °C) 2 h Activation: battery voltage < 12.1/24.2 V

Float Charge Voltage 13.8/27.6 V (25 °C)

Deep Discharge Protection, Cut-off Voltage.
11.4V-11.9V/22.8-23.8 V by SOC
11.0V/22.0 V by Voltage

Reconnect Level 12.8V/25.6V
Under Voltage Protection. 10.8V/21.6V
Overvoltage Protection. 15.5V/31.0 V
Self Consumption 4mA-5mA（12V） 5mA-6mA（24V）
Max. Panel/ Battery Voltage 55V
Temperature Compensation(Charge Voltage) -25 mV/K (12 V system) -50 mV/K (24 V system)
Grounding Positive grounding
Battery type Lead Acid (GEL, AGM, flooded)
Dimensions (WxHxD) 140mm*72mm *40mm
Installation Dimensions 130mm*66mm
Max. Wire Size Up to 16 mm²
Ambient Temperature -40°C-+60°C
IP Grade IP22
Altitude ≤4000m
Net weight 280g

SLAC-H is specially designed for home systems
•Battery state-of-charge indication via 3 LEDs
•Three -stage PWM charging
•Temperature compensation(float,main,boost,and equalization charging)
•Automatic 12/24V detection
•Large terminals:up to 16mm²
•SOC and voltage-controlled LVD
•Fullelectronic protection
•Aluminum housing(IP22)
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Model SLAC-I 20A/30A/40A/50A/60A
Rated System voltage 12V/24V auto recognition
Max. Charge/Load Currentcurrent 20A 30A 40A 50A 60A

Operation Mode General mode.Dusk to Dawn mode and Evening/Morning mode
(nightlight function).

Main Charge Voltage 14.4V/28.8 V (25 °C), 30 min. (daily)

Boost charge Voltage 14.5V / 29V(25 °C) 2 h Activation: battery voltage < 12.3/24.6 V

Equalization Voltage
14.8V/29.6(25 °C) 2 hActivation: battery voltage < 12.1/24.2 V(at least
one time every 30 days)

Float charge Voltage 13.8V / 27.6V(25 °C)
Deep discharge protection,cut-off voltage 11 – 12 V / 22 – 24 V depending on setting
Reconnect level 12.8V/25.6V
Overvoltage protection 15.5V/31.0 V
Self consumption 5mA-6mA（12V） 7mA-8mA（24V）
Max. Panel/ Battery voltage 55V

Temperature Compensation 25 mV/K (12 V system) -50 mV/K (24 V system)

Grounding Positive grounding
Battery Type Lead acid (GEL, AGM, flooded)
Dimensions (WxHxD) 140mm*96mm*40mm
Max. Wire Size Up to 16 mm²
Ambient temperature -40°C-+60°C
IP Grade IP22
Altitude ≤4000m
Net Weight 360g

• LCD-Charge and discharge status display
•Load status display
•disconnect re-warningvia acoustic signal
•Load status indicator
•5 load disconnect algorithms
•Three-stage PWM charging (series type)
•Temperature compensation(float, boost,and equalization
charging)
•Automatic 12/24V detection
•Large terminals:up to 16mm²
•Fullelectronic protection
•Aluminum housing(IP22)

SLAC-I
Solar Charge Controller Series (20A-60A)
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SLAC-MH
Solar Charge Controller Series (5A-15A)

Model SLAC-MH 5A SLAC-MH 10A SLAC-MH 15A
Max. Charge/Load Current 5A 10A 20A
Rated System voltage 12V/24V auto recognition
Main Charge Voltage 14.4V/28.8 V (25 °C), 30 min. (daily)
Boost Charge Voltage 14.4/28.8 V (25 °C), 2 h Activation: battery voltage < 12.3/24.6 V

Equalization Voltage 14.8/29.6V(25 °C) 2 h
Activation: battery voltage < 12.1/24.2 V

Float charge Voltage 13.8/27.6 V (25 °C)

Reconnect Level 12.8V/25.6V

Under Voltage Protection. 10.8V/21.6V
Overvoltage Protection. 15.5V/31.0 V
Self consumption 4mA-5mA（12V） 5mA-6mA（24V）
Max. Panel/ Battery voltage 55V
Temperature
compensation(Charge
voltage)

-25 mV/K (12 V system) -50 mV/K (24 V system)

Grounding Positive grounding
Battery Type Lead acid (GEL, AGM, flooded)
Dimensions (WxHxD) 50mm*56.6mm*20mm
Wire Length/Size 150mm/2.5m²
Ambient Temperature -40°C-+60°C
IP Grade IP68
Altitude ≤4000m
Net Weight 130g

SLAC-MH is specially designed for small solar systems
•Battery state-of-charge indication via 3 LEDs
•Three-stage PWM charging
•Automatic 12/24V detection
•Full electronic protection
•Aluminum housing(IP68)
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SLAC-SL
Solar Charge Controller Series (10A-20A)

Model SLAC-SL 10A SLAC-SL10A SLAC-SL15A
SLAC-SL 20ARated System Voltage 12V/24VAutomati Recognition

Max. Charge/Load Currentcurrent 5A 10A 15A
20AOperation Mode Dusk to Dawn mode and Evening/Morning mode (nightlight function).

Main Charge 14.4/28.8 V (25 °C), 30 min. (daily)
Boost charge 14.4/28.8 V (25 °C), 2 hActivation: battery voltage < 12.3/24.6 V

Activation: battery voltage < 12.3/24.6Equalization Coltage 14.8V/29.6(25 °C)
Float Charge 13.8V / 27.6V(25 °C)
Deep Discharge Protection,
Cut-off voltage

11V – 12 V/22V – 24 V
Reconnect Level 12.8V/25.6V
Under Voltage Protection 10.8V/21.6V
Over Voltage Protection 15.5V/31.0 V
Self Consumption 4mA-5mA（12V） 6mA-8mA（24V）
Max. panel Voltage 50V
Temperature Compensation -4mV/Cell*K
Grounding Positive grounding
Battery Type Lead acid (GEL, AGM, flooded)
Evening Hours 0 – 12 h
Ambient Temperature -40°C-+60°C
Dimensions 50mm*56.6mm*20mm
Wire Length/size 150mm/2.5m²
Type of protection IP67
Max. Altitude ≤4000m

Weight 130g

SLAC-SL is specially designed for solar street light
•Battery state-of-charge indication via 3 LEDs
•Three-stage PWM charging
•Automatic 12/24V detection
•Full electronic protection
•Aluminum housing IP67
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